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1 INTRODUCTION 

This report documents the technical investigations undertaken as part of the Murray River 
Regional Flood Study. 

The Murray River Regional Flood Study is an investigation of flood behaviour (height, depth, 
extent, velocity) and risk for an area along the Murray River from the Dicks/Seppelts Levee 
Spillway to downstream of Ulupna Island. The study area includes the towns of Cobram, 
Barooga and Tocumwal. Figure 1-1 shows the study area for the Murray River Regional Flood 
Study. 

Key components of the study include: 

- Topographic survey: defines floodplain terrain 

- Hydrologic analysis: determines frequency and magnitude of flood flows 

- Hydraulic analysis: assesses flood behaviour  

- Flood mapping: prepares mapping for flood height, extent and depth  

- Flood response planning: prepares flood response plans for relevant agencies  

- Land use planning: provide flood behaviour information for determination of flood 
related planning requirements 

- Performance of existing mitigation schemes: assesses the level of service that are 
currently provided by the mitigation schemes 

- Structural mitigation measure assessment: identifies possible mitigation measures  

The study was undertaken by a study team led by Water Technology on behalf the Goulburn 
Broken Catchment Management Authority (GBCMA), Moira Shire Council (MSC) and 
Berrigan Shire Council (BSC).  

The study was funded under the Natural Disaster Risk Management Studies Programme by 
the Australian, Victorian and New South Wales Governments with contributions from the 
Moira and Berrigan Shires. The study provides a foundation for co-ordinated floodplain 
management along the Murray River between the various stakeholder agencies.  

The study team was led by Water Technology with sub-consultants Michael Cawood and 
Associates, and LICS (subsequently part of Sinclair Knight Mertz) providing specialist input. 

The structure of this report is as follows: 

¶ Section 2 ς provides a description of key waterway and floodplain features 

¶ Section 3 ς reviews available data   

¶ Section 4 - describes the community consultation process 

¶ Section 5 ς outlines approach and outcomes from the hydrologic analysis 

¶ Section 6 ς discusses the hydraulic analysis for the existing conditions 

¶ Section 7ς outlines the existing performance of structural mitigation measures and 
potential structural mitigation augmentation 
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¶ Section 8ς details a range of non-structural mitigation measures  

¶ Section 9ς summarises the key conclusions and recommendations  
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Figure 1-1 Study area 
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2 STUDY AREA FEATURES 

The study area contains the first extensive floodplain reach along the Murray River 
downstream of Albury. The study area has experienced numerous floods since European 
settlement, with major events occurring in 1870, 1917, 1931, 1956, 1974, 1975 and 1993.   

Immediately downstream of Yarrawonga, the floodplain is relatively confined. The area 
ŀŘƧŀŎŜƴǘ ǘƻ 5ƛŎƪΩǎ ƭŜǾŜŜ ƛǎ ŀ ƴŀǘǳǊŀƭ ƭƻǿŜǊ ŦƭƻƻŘǇƭŀƛƴ ǎŜŎǘƛƻƴ between sand hills. Across this 
section, significant flow breaks out from the river once the channel capacity is exceeded. 
These floodplain flows, under natural floodplain conditions, are likely to extent to the south 
and west in vicinity of Strathmerton. This extensive pattern of flooding was observed during 
the 1917 flood event.  

During the мфтр ŜǾŜƴǘΣ ŜȄǘŜƴǎƛǾŜ ǎŀƴŘōŀƎƎƛƴƎ ǿŀǎ ǊŜǉǳƛǊŜŘ ŀƭƻƴƎ 5ƛŎƪΩǎ ƭŜǾŜŜ ǘƻ ǇǊŜǾŜƴǘ 
overflow (RWCV et. al. 1986). As part of subsequent flood mitigation works for Cobram, 
DickΩs levee was raised and reinforced. 

Considerable irrigation infrastructure (channels and drains) have been constructed across 
the Victorian floodplain since the мфплΩǎΦ ¢Ƙƛǎ ƛƴŦǊŀǎǘǊǳŎǘǳǊŜ ƛǎ ƭƛƪŜƭȅ ǘƻ ŎƻƴǘǊƻƭ ŦƭƻƻŘ 
behaviour across the floodplain.  

An extensive rural levee system flanks the Victorian floodplain from Cobram to Yielima, a 
distance of some 51 km (RWCV et. al. 1986) known as the Public Works 5ŜǇŀǊǘƳŜƴǘ άt²5έ 
levee. Recent flood mitigation works adjacent to Cobram have raised and strengthened the 
levee, known as the Cobram town levee. This raised levee provides flood protection for 
Cobram and was designed to protect the town from a 100 year ARI magnitude flood 
including 600 mm freeboardΦ 5ƻǿƴǎǘǊŜŀƳ ƻŦ ǘƘŜ /ƻōǊŀƳ ǘƻǿƴ ƭŜǾŜŜΣ ǘƘŜ άt²5 ƭŜǾŜŜέ 
(Public Works Department) provides a lower level of protection to the rural floodplain. The 
PWD levees were first constructed in 1895 (RWCV et. al. 1986). The levees have been 
breached and re-instated following major events in 1916, 1917, 1956 and 1975 (RWCV et. al. 
1986). During the 1975 flood, major levee breaches occurred at Brentnalls, Dixons Bend, and 
Cleaves. In recent times, the GBCMA has strengthened the PWD levees at a number of 
locations that were identified as major priorities from a levee audit in 1996 (CMPS&F). This 
included locations of major levee breaches that occurred in the 1975 flood and an 8 km 
length of levee from the Cobram town levee to Greens Lane at Koonoomoo. The protection 
offered by the PWD levee varies along its length. Any breakouts at Dixons Bend flow along 
Sheepwash Creek to re-join the Murray River via Ulupna Creek on the southern side of 
Ulupna Island.  

!ŘƧŀŎŜƴǘ ǘƻ 5ƛŎƪΩǎ Levee, a natural low floodplain section occurs on the New South Wales 
side at Seppelts levee. This levee marks the upstream end of the Barooga Cowal Depression. 
The Barooga Cowal Depression flows generally parallel to the current Murray River course. 
Effluent flows from the river along the Barooga Cowal Depression can give rise to flooding in 
Barooga and Tocumwal.  

Along the New South Wales side, the Barooga levee between Barooga and Tocumwal 
provides protection to both rural areas and to Tocumwal. This is a substantial levee and is up 
to 4 m in height. The Tocumwal town levee consists of several levee segments extending 
from the golf course to downstream of the road bridge, and was designed to protect the 
town from a 100 year ARI magnitude flood including 600 mm freeboard. 
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Around Ulupna Island, a 14 km long levee provides varying degrees of flood protection. 
Generally, the protection is lower than the PWD levee sections, with overtopping having 
occurred in the 1974 and 1975 events.  

Downstream of Tocumwal on the New South Wales/ north side of the river, two significant 
effluent flow paths leave the Murray, Tuppal and Bullatale Creeks. Extensive private and 
public levees have been constructed in this area that influence the distribution of overbank 
flows.  

Figure 2-1shows the key study area features. 
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Figure 2-1 Study area features 
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3 AVAILABLE INFORMATION 

3.1 Previous Studies 

An extensive flood study and flood mapping investigation jointly undertaken by Rural Water 
Commission of Victoria and the Water Resources Commission of New South Wales was 
completed in 1986. This investigation considered the Murray River from Lake Hume to the 
South Australian border. The investigation collated historical flood information, assessed 
flood magnitude and prepared indicative 100 year ARI flood maps. The flood maps largely 
utilised observed flood levels and profiles with an additional buffer. 

This previous investigation provided valuable and extensive background information and 
descriptions of flooding for the current study.  

GBCMA provided working files from the Rural Water Commission of Victoria, containing 
details of numerous flood level investigations for locations throughout the study area.  

These resources have been reviewed and drawn upon as necessary to provide background, 
context and verification of the current study approach and outcomes. 

3.2 Hydrologic data 

There are two key long-term streamflow gauging stations of relevance to the study, as listed 
in Table 3-1. 

Table 3-1  Details of Streamflow Gauges 

Gauge 
Number 

Station Name 
Catchment Area 

(km2) 
Data Type Length Of Record 

409025 

Murray River @ 
Yarrawonga 

(Downstream Of 
Weir) 

27,300  

Mean Daily Flows 
2/1/1938 -
30/11/1960 

Daily Maximum 
Instantaneous 

1/12/1960 -
1/12/2004 

409202 
Murray River @ 

Tocumwal 
29,008 

Mean Daily Flows 
2/1/1908 - 
9/12/1974 

Daily Maximum 
Instantaneous 

10/12/1974 ς 

1/12/2005  

 

A detailed discussion of the available streamflow data is provided in Section 5.2. 

3.3 Topographic data 

3.3.1 Overview 

There were two major sources of topographic information gathered during the course of the 
investigation, these being: 

- Aerial Laser Scanning (ALS) 

- Field Survey 

Following the collection and processing of the topographic information, a detailed Digital 
Terrain Model (DTM) was developed as the basis for the establishment of a hydraulic model 
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of the study area.  The sources of the topographic information are discussed in more detail 
below. 

3.3.2 Aerial Laser Scanning  

The main source of topographic information utilised in the development of the hydraulic 
model was the topographic survey data collected for the Murray Darling Basin Commission 
using the Light Detection and Ranging (LiDAR) airborne remote sensing technique (also 
known as Aerial Laser Scanning, ALS). This technique allows for the collection of detailed 
topographic data over large areas. The raw LiDAR data has an average spacing of 2.4 m for 
points on the ground, with a vertical accuracy of 0.15 m Root Mean Square Error (RMSE) and 
horizontal accuracy of 1.0 m RMSE. The raw LiDAR data was processed and interpolated 
onto 1 m and 10 m cell grids. Overall, the digital elevation model developed from the LiDAR 
data provided excellent topographic detail of the study area from which to base the 
hydraulic model.   

3.3.3 Field Survey  

Extensive field survey was undertaken by Sinclair Knight Merz (formerly LICS). The field 
survey component included: 

- Structure survey (arrangement, type, number, inverts & photographs) for syphons 
and subways. Total: 56 syphons/subway structure. 

- Opportunistic elevation survey for channel banks at road crossings (particularly 
Channel 1 and 2) 

- Opportunistic elevation survey for drain banks at road crossings (particularly Drain 3 
and 5) 

- Structure survey (arrangement, type, number, invert & photographs) for 
culverts/bridges along Goulburn Valley Highway between Murray Valley Highway and 
the Murray River. We understand there are 6 culvert/bridge structures along the 
Goulburn Valley Highway in above section. 

- Structure survey (arrangement, type, number, invert & photographs) for 
culverts/bridges along Tocumwal ς Strathmerton Railway between Strathmerton and 
the Murray River. Total: 12 culverts 

Appendix A contains general arrangements drawing of the field survey undertaken in this 
study. 
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4 CONSULTATION 

4.1 Overview  

During the study, consultations undertaken focused around the following two groups:  

¶ Key personnel ς Goulburn Broken CMA, Berrigan shire and Moira Shire  

¶ Technical steering committee 

Further details of the consultation are provided in the following sections. 

4.2 Key personnel ς Goulburn Broken CMA, Berrigan Shire and Moira Shire  

Throughout the course of the study, regular progress updates were provided to Goulburn 
Broken CMA, Berrigan Shire and Moira Shire via telephone discussions, emails and informal 
meetings. 

Draft study reports and flood mapping outputs were reviewed by Goulburn Broken CMA, 
Berrigan Shire and Moira Shire. 

In addition, a presentation was made to the Berrigan Shire Council on 30 November 2006. 

4.3 Technical steering committee  

The technical steering committee comprised of officers from the Goulburn Broken CMA, 
Berrigan Shire, Moira Shire, Department of Sustainability and Environment (DSE), 
Department of Environment, climate change and Water (DECCW), Victorian State Emergency 
Service (VICSES), New South Wales State Emergency Service (NSWSES) and Goulburn Murray 
Water (GMW). Also, a number of local landholders, with particular experience of flood 
events, were part of the technical steering committee.   

Four meetings with the technical steering committee were conducted.  A bus tour of the 
study area was undertaken in conjunction with the second meeting. A number of local 
landholders provided commentary on the nature of flooding during the 1975 and 1993 
events.  
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5 HYDROLOGIC ANALYSIS  

5.1 Background 

This section documents the hydrologic analysis undertaken as part of the Murray River 
Regional Flood Study. The key aim of the hydrologic analysis is the determination of design 
flood hydrographs for input to the hydraulic analysis. The primary input (inflow) point for the 
hydraulic analysis is upstream of the study area, the Murray River at Yarrawonga.  As such 
the hydrologic analysis focused on design flood hydrograph estimation at Yarrawonga. For 
this study, estimates of the design flood hydrographs for 1 in 10 year to 1 in 500 year ARI 
events are provided.   

The observed flood behaviour in the study area is dependent on flood characteristics such as 
peak flow, flood volume and duration (i.e. hydrograph shape). History suggests that flood 
events with similar peak flows but different flood volumes and durations can result in 
significantly different flood behaviour. Hence consideration of peak flows, flood volumes and 
durations is an important aspect of the hydrologic analysis.  

The contributing catchment for the Murray River to Yarrawonga is approximately 
27,300 km2. The catchment area can be broken into three sub-catchments, the Upper 
Murray River (above Lake Hume), the Kiewa River and the Ovens River. Flood flows in the 
study area can arise from varied contributions from these three sub-catchments.   

Two general approaches were considered for the determination of the design flood 
hydrographs: 

- Rainfall based approaches 

- Streamflow based approaches (flood frequency analysis, FFA) 

Rainfall based approaches utilise historical and/or design rainfall with a runoff routing model 
(e.g. RORB) to yield estimates of flood flows (flood hydrographs) for a range of magnitudes 
(ARIs). The use of this approach requires assumptions to be made about the temporal and 
spatial variation of rainfall input to the runoff routing model. The contributing catchment to 
the study area is large, hence the assignment of appropriate rainfall temporal and spatial 
patterns can be difficult and would be accompanied with a high degree of uncertainty.  
Subsequently, the suitability of the rainfall based approach is limited for this application. 

Streamflow based approaches analyse available streamflow data to assess flood 
characteristics (peak flow and volume). A streamflow based approach relies on the length 
and reliability of observed streamflow data. In this approach we assess the individual flood 
characteristics (peak flow and volumes) separately and combine these individual 
characteristics to yield design flood hydrographs.  A reliable streamflow record   length of 
around 100 years is available within the study area, thus facilitating and providing some 
confidence in the use of streamflow based approaches for this study.  

Australian Rainfall and Runoff (ARR) (IEAust 1999) provides a methodology for the derivation 
of flood hydrographs from frequency analyses of peak flow and flood volume. This 
methodology is underpinned by the assumption that a design flood hydrograph for a given 
ARI has a peak flow and flood volume with the same ARI. 

The key components of the ARR methodology are summarised as follows: 

- Peak flow frequency analysis: evaluates the frequency and magnitude of peak flows. 



Murray River Regional Flood Study  

 

J150/R02, November 2011, Final Page 11 

- Flood volume frequency analysis: evaluates the frequency and magnitude of flood 
volumes. 

- Flood event rank comparison: assesses the relative rank of peak flows and flood 
volumes from selected historical events. 

- Peak flow ς flood volume ratio: determines the peak flow to flood volume ratios from 
selected historical and design flood events. 

- Historical flood hydrograph selection: examines historical flood hydrographs with 
peak flow ς volume ratios similar to the design flood events and selects 
representative historical flood hydrographs suitable for use as design flood 
hydrographs. 

- Design flood hydrograph scaling: determines design flood hydrographs by scaling 
representative historical flood hydrographs.  

The peak flow and flood volume frequency analyses are detailed in Sections 5.3 and 5.4 
respectively. The remaining components are summarised in Section 5.5. A discussion of the 
key issues arising from the hydrologic analysis is provided in Section 5.6.  

As  highlighted earlier, the hydrologic analysis focused on the determination of design flood 
hydrographs for the Murray River at Yarrawonga. Accordingly the reporting focuses on the 
design estimates at Yarrawonga with a summary of design estimates provided at Tocumwal 
to enable comparison with previous studies.  

5.2 Available streamflow data 

This section describes the available streamflow data from gauges and estimates of design 
stream flows from previous studies. As discussed, this hydrologic analysis has adopted a 
streamflow based approach. The robustness of the design estimates from this approach 
relies on the length and reliability of the available streamflow data. Streamflow gauges were 
ŜǎǘŀōƭƛǎƘŜŘ ƛƴ ǘƘŜ ŜŀǊƭȅ мфллΩǎ ǇǊƻǾƛŘƛƴƎ ƴŜŀǊly 100 years of data.  

The study area has been the subject of numerous flood related investigations in the past 
that are a useful information source for streamflow data and observed flood behaviour. 

The structure of this section is as follows: 

- Section 5.2.1: outlines the streamflow data collected by various New South Wales 
and Victorian government agencies 

- Section 5.2.2: briefly summarises the previous key flood investigations and available 
information 

- Section 5.2.3: discusses the reliability and suitability of the available streamflow data  

5.2.1 Agency gauged streamflow data 

Two streamflow gauges of direct relevance to this analysis are located within or adjacent to 
the study area. Table 5-1 summarises the details of these two streamflow gauges.  
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Table 5-1  Available agency gauged streamflow data 

Gauge 
Station 
Name 

Operator/ 
Contractor 

Catchment 
Area 
(km2) 

Data Type 
Length Of 

Record 

409025 

Murray River 
@ 

Yarrawonga 
(Downstream 

of Weir) 

Murray Darling 
Basin Commission 
/ Department of 

Natural 
Resources (NSW) 

27,300  

Mean Daily 
Flows 

2/1/1938 -
30/11/1960 

Daily Maximum 
Instantaneous 

1/12/1960 -
1/12/2004 

409202 
Murray River 
@ Tocumwal 

Department of 
Sustainability & 
Environment 

(Victoria) / Thiess 
Environmental 

29,008 

Mean Daily 
Flows 

2/1/1908 - 
9/12/1974 

Daily Maximum 
Instantaneous 

10/12/1974 - 

1/12/2005  

 

Both the Yarrawonga and Tocumwal gauges have a lengthy record of streamflow. For both 
gauges the initial periods of measurements were undertaken using a manually read staff. 
This measurement technique yields only mean daily flow. Following the installation of 
continuous recorders ŦǊƻƳ ŀǊƻǳƴŘ ǘƘŜ мфслΩǎ, measurement of instantaneous flow data was 
possible.  

Streamflow data for the Murray River at Yarrawonga from 1938 to 1960 has been 
disaggregated manually to mean daily flow from cumulative flow data. Advice from New 
South Wales Department of Natural Resources indicates that the data may contain human 
ΨǘȅǇƻƎǊŀǇƘƛŎŀƭΩ ŜǊǊƻǊǎ ŘǳŜ ǘƻ ǘƘŜ Ƴŀƴǳŀƭ ǘǊŀƴǎŎǊƛǇǘƛƻƴ ǇǊƻŎŜǎǎ όwƻŘ YŜǊǊ b{² 5bwΣ ǇŜǊǎΦ 
comm. December 2006). 

Overtopping of the levees adjacent to Cobram can and has led to significant flow across the 
Victorian floodplain. This floodplain flow effectively bypasses the streamflow gauge at 
Tocumwal. As a result, the higher flows at Tocumwal should be treated with caution.  

The streamflow data, outlined in Table 5-1, was obtained from the respective 
operator/contractor for use in this analysis.  

Further comments on the available data are provided in Section 5.2.3. 

5.2.2 Previous Studies 

Murray River Flood Plain Management Plan (1986) 

The Murray River Flood Plain Management (MRFPM) (RWCV et. al. 1986) study evaluated 1 
in 20, 1 in 50 and 1 in 100 year ARI peak flows at both the Yarrawonga and Tocumwal 
streamflow gauges.  

At Yarrawonga, the MRFPM study (RWCV et. al. 1986) documents a peak flow frequency 
analysis for the period following the construction of Yarrawonga Weir in 1938. No specified 
end date to the period of record employed in the analysis was documented, however it can 
be assumed that records up to the study date (1985-1986) were used. This peak flow 
frequency analysis yielded a 1 in 100 year ARI estimate of 410,000 ML/d. However, the 
MRFPM study adopted the estimate of the 1917 flood, 390,000 ML/d, as the 1 in 100 year 
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ARI peak flow. No clear justification was provided for the adoption of the 1917 peak flow as 
the 1 in 100 year ARI/1% AEP probability event. Further, no discussion is provided as to why 
the 1917 peak flow was not included in the peak flow frequency analysis. 

For Tocumwal, the MRFPM study (RWCV et. al. 1986) highlights the low reliability of the 
streamflow data for large floods due to the possible bypassing of the gauge. The MRFPM 
study (RWCV et. al. 1986) cites this low reliability as cause not to undertake a peak flow 
frequency analysis at Tocumwal. The MRFPM study (RWCV et. al. 1986) employs a 
correlation analysis using Yarrawonga peak flows to estimate peak flows at Tocumwal. The 
results of this correlation analysis were provided without further details on the nature of the 
analysis.  Further, MRFPM study (RWCV et. al. 1986) indicates that ά Χ ŀ ǎŜǇŀǊŀǘŜ ŀƴŀƭȅǎƛǎ ƻŦ 
ǊŜŎƻǊŘŜŘ ǇŜŀƪ Ŧƭƻǿǎ ŀǘ ¢ƻŎǳƳǿŀƭ ǇǊŜŘƛŎǘǎ ŀ м҈ Ŧƭƻǿ ƻŦ нтнΣлллa[κŘ ΧέΦ Lǘ ƛǎ ǳƴŎƭŜŀǊ ŀǎ ǘƻ 
the nature of the separate analysis.  

Table 5-2 shows the design peak flow estimates from the MRFPM study (RWCV et. al. 1986). 

Table 5-2  MRFPM (RWCV et. al. 1986) Design peak flow estimates  

ARI 
(years) 

Yarrawonga 
Design peak flow 

(ML/d)  

Tocumwal 
Design peak flow 

(ML/d) * 

1 in 20 235,000 210,000 

1 in 50 325,000 290,000 

1 in 100 390,000 340,000 

* - does not include bypassed flows 

Victorian State Rivers and Water Supply Commission and New South Wales Department of 
Water Resources working files 

The GBCMA provided a number of working files from the Victorian State Rivers and Water 
Supply Commission (SR&WSC) and New South Wales Department of Water Resources 
(DWR). These various calculations and correspondence related to flooding within the study 
ŀǊŜŀΦ ¢ƘŜ ǿƻǊƪƛƴƎ ŦƛƭŜǎ ŀǇǇŜŀǊ ǘƻ ŘŀǘŜ ŦǊƻƳ ǘƘŜ ƭŀǘŜ мфтлΩǎ ǘƻ ŜŀǊƭȅ мфулΩǎΦ 

The files contained two annual historical peak flow series at Yarrawonga. From the available 
files, the exact derivation of these two peak flow series is unclear. Significant differences 
occur in peak flow estimates for several large flood events between the two series. For the 
purposes of this analysis, the two series are labelled SR&WSC-A and SR&WSC-B respectively. 
Further discussion of these peak flow series are provided in Section 5.2.3. A listing of the two 
series is provided in Appendix B. 

A daily hydrograph for the month of October 1917 is contained in the working files, with a 
peak flow of 125,000 cubic feet per second (306,000 ML/d) recorded (which is consistent 
with the SR&WSC-A data set). This hydrograph allows the estimation of flood volume for the 
1917 flood event. Further discussion of the 1917 hydrograph is provided in Section 5.2.3. 
The SR&WSC/DWR working files do not contain any further streamflow data for the Murray 
River at Tocumwal.  

An analysis of the historic flood events for the Murray River at Yarrawonga is useful in that it 
provides insight if not data into relative flood flow magnitudes observed in the past. The 
study team was supplied historic flood height information from the GBCMA. The three 
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largest observed events in the Murray River can be ranked based on peak gauge height. The 
1870 flood clearly stands out as the largest flood on record. However, the 1867 and 1917 are 
more difficult to distinguish from gauge heights with the 1867 flood generally accepted as 
the larger of the two. An estimate of discharge is available for the 1917 event. However, 
flood flow estimates for the two largest floods, 1870 and 1867, cannot be derived due to a 
lack of appropriate rating curve data. Through the hydraulic analysis for this study an 
estimated rating curve at Tocumwal has been developed (refer to Section 6.5). 

5.2.3 Discussion 

Three annual peak flow data sets are available for the Murray River at Yarrawonga. These 
three data sets, for the purpose of this analysis, are referred to as follows: 

- Agency gauged data: Streamflow data outlined in Section 5.2.1. Annual peak flow 
extracted based on calendar years. Available for period 1938 ς 2004. 

- SR&WSC-A: Peak flow from SR&WSC/DWR working files, as outlined in Section 5.2. 
Available for period 1905- 1979.  

- SR&WSC-B: Peak flow from SR&WSC/DWR working files outlined in Section 5.2. 
Available for period 1905- 1979. 

The design peak flow estimates from a flood frequency analysis are heavily influenced by the 
reliability of the streamflow data used, and in particular by large flood events.  Table 5-3 and 
Figure 5-1 provide a comparison of estimated peak flows for several large flood events from 
the three available data sets. 

 

Table 5-3  Murray River at Yarrawonga: Comparison of estimated peak flows for significant 
flood events (1905-1979) 

Flood event 

Peak flow 
(ML/d)  

Gauged agency data SR&WSC-A  SR&WSC-B  

1917 N.A. 306,000 390,000 

1931 N.A. 179,000 210,000 

1955 181,000 181,000 171,000 

1956 204,000 208,000 193,000 

1958 157,000 163,000 157,000 

1970 184,000 187,000 166,000 

1973 142,000 140,000 140,000 

1974 196,000 285,000 193,000 

1975 234,000 431,000 280,000 
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Figure 5-1 Murray River at Yarrawonga: Comparison of estimated peak flows for significant 
flood events (1905-1979) 

Considerable variation in peak flow estimates occur for the 1917, 1974 and 1975 events 
between the three data sets. These three flood events are amongst the four largest recorded 
events for the Murray River at Yarrawonga. This variation has a significant impact on the 
magnitude of the design peak flow estimates derived from a flood frequency analysis. 

Examination of the SR&WSC-A data set reveals several inconsistencies, with the 1974 and 
1975 peak flows being significantly larger than the estimates in the other two data sets. The 
SR&WSC-A 1975 flow estimate is considerably larger than two of the three estimates for the 
1917 event.  The 1917 flood event is considered as being the largest recorded event in terms 
of peak flow (RWCV et. al. 1986).  Conversely, the SR&WSC-A 1917 estimate is considerably 
less than the two other estimates. 

Further comparison of the three data sets is provided in Appendix B. 

The inconsistencies in the SR&WSC-A data noted above raise concerns over the reliability of 
this information and any frequency analysis based on it. It was therefore considered that the 
inconsistencies in the SR&WSC-A data were sufficient to set aside this information from any 
further analysis. However, it is noted that definitive examination of the derivation of the 
data set is difficult due to the lack of available documentation.  

No peak flow estimate for 1917 is available from the agency gauge data set. Hence no 
comparison is possible. Generally the peak flows are similar for the agency gauged data and 
the SR&WSC-B data. Notable differences in peak flow occur in 1975 and 1970. The lack of 
available documentation prevents a thorough investigation of any underlying reasons for 
these differences.   

The agency gauged data is the most recently derived data set and may contain revisions 
since the derivation of the SR&WSC-A and SR&WSC-B data. However, the documentation of 

0

50000

100000

150000

200000

250000

300000

350000

400000

450000

500000

1917 1931 1955 1956 1958 1970 1973 1974 1975

P
e

a
k
 f
lo

w
 (
M

L
/d

)

Flood event

Agency gauged data

SR&WSC-A data

SR&WSC - B data



Murray River Regional Flood Study  

 

J150/R02, November 2011, Final Page 16 

any revisions was not available. Given that this is the most recent derivation, the agency 
gauged data was adopted for the Murray River at Yarrawonga over the period 1938 to 2004. 

As a number of significant flood events occurred prior to 1938, inclusion of these in the flood 
frequency analysis was considered desirable. As discussed above, the inconsistencies 
contained in the SR&WSC-A data raised concerns over the reliability of this information and 
in the absence of any other data source, the SR&WSC-B data set was adopted for the period 
1905-1937. It is recognised that the reliability of the SR&WSC-B data set is difficult to define, 
however the inclusion of the pre - 1938 period was considered worthwhile for the additional 
length of record provided. 

The 1870 flood event has been documented to be larger than the 1917 flood (RWCV et al 
1986), however no peak flow estimates are available. The occurrence of the 1870 and 1917 
flood events underscore the importance of longer periods of stream flow data in the peak 
flow frequency analysis.  Additional discussion of the 1870 flood event is provided in Section 
3.5. 

The analysis of flood volumes requires a time-series of daily flows to enable accumulation of 
flow over a given time period. The SR&WSC-A and SR&WSC-B data sets contain annual 
maximum peak flows only.  Hence the SR&WSC-A and SR&WSC-B data sets are unsuitable 
for use in a flood volume analysis. The agency gauged data set was therefore employed for 
the flood volume analysis at both Tocumwal and Yarrawonga. As the agency gauge data at 
Yarrawonga is only available for the period from 1938 to 2004, the flood volume analysis 
was limited to this period. 

The daily hydrograph for the month of October 1917 allows the estimation of the flood 
volume associated with this event. The peak flow for this hydrograph is 306,000 ML/d and is 
line with the SR&WSC-A data set.  As discussed, the reliability of the SR&WSC-A data set is 
considered questionable. Given this uncertainty, the absolute flood volume from the daily 
hydrograph was considered unsuitable for direct inclusion in the flood volume frequency 
analysis. However, the relativity between the peak flow and flood volume was considered 
useful in providing guidance on the variation of hydrograph shape. Further discussion on the 
use of the 1917 daily hydrograph is provided in Section 5.5.2. 

The three largest observed events in the Murray River can be ranked based on peak gauge 
height. The 1870 flood clearly stands out as the largest flood on record with a gauge height 
of 125.4 m AHD at Yarrawonga. The 1867 and 1917 events are difficult to distinguish based 
on gauge heights as both are estimated to be approximately 124.9 m AHD. An estimate of 
discharge is available for the 1917 flood based on an old rating curve.  However, flow 
estimates for the two largest floods, 1870 and 1867, cannot be derived due to the lack of a 
robust rating curve applicable at these times. This makes their inclusion in any peak flow 
flood frequency analysis problematic.   

5.3 Peak flow frequency analysis 

5.3.1 Overview 

From the data sets outlined in Section 5.2.1, a series of annual maximum peak flows was 
determined at both Tocumwal and Yarrawonga.  
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A peak flow frequency analysis involves the fitting of a probability distribution to observed 
series of annual maximum peak flows. In this analysis the following probability distributions 
were trialled: 

- Log-Normal Distribution (LP3) 

- Generalised Pareto (GP) 

It was found that overall the Generalised Pareto (GP) distribution provided the best fit to the 
peak flow series at both Yarrawonga and Tocumwal. The results from the GP distribution 
were therefore adopted for the study. To enable comparison with the previous MRFPM 
study (RWCV et. al. 1986), results from the LP3 distribution are also presented.  

Expected probability estimators were applied in this study. The parameters of the probability 
distributions in this study were estimated using a Bayesian framework.  

5.3.2 Yarrawonga  

Table 5-4 summarises the design peak flow estimates from the frequency analysis at 
Yarrawonga.   

As discussed in Section 5.2.3, no peak discharge data exists or can be reasonably derived for 
the 1870 and 1867 historical flood events. This typically means that these flow events must 
be excluded from any conventional flood frequency analysis. However a technique is 
available whereby ungauged floods may be included in the flood frequency analysis. The use 
ƻŦ Ψ/ŜƴǎƻǊŜŘ CƭƻǿǎΩ ŀƭƭƻǿǎ ǘƘŜ ƛƴŎƭǳǎion of historical flood events for which no gauged 
discharge exists, by considering the number of floods in the pre-gauging period greater than 
a threshold discharge. This method has been implemented in this analysis to establish the 
impact of the 1867 and 1870 historic floods on the flood frequency estimates for 
Yarrawonga. The threshold discharge chosen was 390,000 ML/d as both floods are regarded 
as being larger than the 1917 event.  

Table 5-4  Design peak flow estimates at Yarrawonga (409025)   

ARI 
(years) 

1905-2004 
LP3 Dist. 
(ML/d) 

1905-2004 
GP dist. 
(ML/d) 

1938-2004 
GP dist. 
(ML/d) 

1905-2004 
plus 

1870,GP 
dist. 

(ML/d) 

1905-2004 
plus 1867 & 

1870,GP 
dist. 

(ML/d) 

MRFPM 
1986,LP3 
(ML/d) 

10 178,000 186,000 152,000 193,000 215,000 -- 

20 240,000 236,000 190,000 251,000 292,000 235,000 

50 334,000 300,000 236,000 328,000 406,000 325,000 

100 416,000 346,000 269,000 387,000 445,000 390,000 

200 507,000 392,000 300,000 448,000 527,000 -- 

 

Figure 5-2 shows the LP3 and GP distributions (based on the record 1905 -2004) along with 
the observed peak flow data for the Yarrawonga gauge. For clarity, the LP3 estimates are 
shown in green with the GP estimates shown in red.  
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Figure 5-2 Murray River at Yarrawonga Annual Peak Flow Flood Frequency Analysis (Streamflow record 1905-2004) 
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The LP3 distribution predicts design flood magnitudes at Yarrawonga that are consistent 
with those developed as part of the MRFPM (RWCV et. al. 1986) study. The GP distribution, 
without the inclusion of the 1867 and 1870 events, predicts significantly lower estimates 
than those of the MRFPM study for the 1 in 50 year ARI and greater events. However, the GP 
distribution fits the observed data significantly better than the LP3 distribution. The inclusion 
of the 1867 and 1870 events for the GP distribution considerably increases the design peak 
flow estimates.  

Limiting the analysis to the period 1938 to 2004, yields significantly lower design peak 
estimates for both the distributions. This is due to the exclusion of the significant flood 
events in 1906, 1909, 1917, 1922 and 1931. The 1 in 100 year ARI GP distribution peak flow 
increases from 269,000 ML/d to 346,000 ML/d with inclusion of the 1905-1937 data. This is a 
28% increase for the 1 in 100 year ARI peak flow estimate. Further, the inclusion of the 1870 
event increases the 1 in 100 year ARI peak flow estimate to 387,000 ML/d. The inclusion of 
both the 1867 and 1870 events increases the 1 in 100 year ARI peak flow estimate to 
445,000 ML/d. The variation in design flows due to the period of record analysed is further 
highlighted by determining approximate average recurrence intervals from the GP 
distributions for 3 large historical flood events, as displayed in Table 5-5.  

Table 5-5  Approximate historical event recurrence interval at Yarrawonga 

Event 

Estimated 
Peak flow 

(ML/d) 

Approximate average recurrence interval for GP distribution 
(years) 

Period 1905-2004  
plus 1867 and 1870 

Period 1905-2004 Period 1938-2004 

1917 390,000 ~100 ~200 > 500 

1956 204,000 ~ 15 ~ 17 ~30  

1975 234,000 ~17 ~20 ~50 

 
The study steering committee conducted lengthy discussion and debate regarding the 
appropriate peak flow estimates to be adopted. A consensus position was reached to adopt 
the peak flow estimates from the GP distribution with the inclusion of the 1870 event. The 
adopted peak design flow estimates at Yarrawonga are shown in Table 5-6.  

Table 5-6  Adopted Design peak flow estimates at Yarrawonga (409025)   

Average Recurrence Interval 
(years) 

1905-2004 plus 1870 GP 
distribution 

ML/d 

10 193,000 

20 251,000 

50 328,000 

100 387,000 

200 448,000 

500 528,000 
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Further discussion on the effect of the data period employed is provided in Section 5.6. 

5.3.3 Tocumwal 

Table 5-7 summarises the design peak flow estimates from the frequency analysis at 
Tocumwal with the MRFPM (RWCV et. al. 1986) design peak flow estimates provided for 
comparison.   

Table 5-7  Design peak flow estimates at Tocumwal 

Average Recurrence 
Interval, (years) 

LP3 Distribution 
ML/d  

GP Distribution 
ML/d 

MRFPM 1986, (LP3) 
 ML/d  

10 128,000 152,000 -- 

20 163,000 189,000 210,000 

50 215,000 236,000 290,000 

100 257,000 269,000 340,000 

200 304,000 300,000 -- 

 

Figure 5-3 depicts the two distributions along with the observed data for the Tocumwal 
gauge. For clarity, the LP3 estimates are shown in green with the GP estimates shown in red.  

Figure 5-3 shows that neither the LP3 and GP distribution fit the higher flows ( > 50 year ARI) 
well. As discussed, there is considerable uncertainty surrounding the streamflow data at 
Tocumwal for higher events. This is due the considerable flow across the Victorian 
floodplain, outside the PWD levee. Given this uncertainty in the streamflow data, design 
flow estimates at Tocumwal were not used in this study. 
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Figure 5-3  Murray River at Tocumwal Annual Peak Flow Flood Frequency Analysis  
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5.4 Flood volume frequency analysis 

5.4.1 Overview 

From the data sets outlined in Section 5.2.1, flood volume series were determined at both 
Yarrawonga and Tocumwal. The flood volumes were evaluated over three durations; 14 
days, 21 days and 28 days.  As discussed in Section 5.2.3, the agency gauged data period was 
used in the flood volume analysis, Yarrawonga 1938 -2004 and Tocumwal 1908 ς 2005. 

Similar to the peak flow frequency analysis, the following probability distributions were 
trialled: 

- Log-Normal Distribution (LP3) 

- Generalised Pareto (GP) 

It was found that the Generalised Pareto (GP) distribution provided the best fit to the flood 
volume at both Yarrawonga and Tocumwal. The results from the GP distribution are 
presented along with the estimates from the LP3 distribution for comparison. 

Expected probability estimators were applied in this study. The parameters of the probability 
distributions were estimated using a Bayesian framework.  

As noted, three flood volume durations were assessed. The choice of these durations was 
founded on consideration of durations for a number of large observed floods. The selected 
durations were found to generally bracket the observed flood durations and were 
considered appropriate for this analysis. The sensitivity of the modelled flood behaviour to 
the event duration is discussed in Section 6.4.6. 

5.4.2 Yarrawonga 

Table 5-8 summarises the design flood volumes for the three selected event durations at 
Yarrawonga.  

Table 5-8 Design flood volume estimates at Yarrawonga (409025) 

Average 
Recurrence 

Interval 
(years) 

LP3 distribution GP distribution 

14 Day 
Vol. 
(ML) 

21 Day 
Vol. 
(ML) 

28 Day 
Vol. 
(ML) 

14 Day 
Vol. 
(ML) 

21 Day 
Vol. 
(ML) 

28 Day 
Vol. 
(ML) 

10 1,467,000 1,977,000 2,423,000 1,514,000 2,032,000 2,519,000 

20 1,948,000 2,614,000 3,199,000 1,831,000 2,446,000 3,049,000 

50 2,681,000 3,578,000 4,380,000 2,192,000 2,913,000 3,660,000 

100 3,316,000 4,411,000 5,404,000 2,427,000 3,214,000 4,061,000 

200 4,028,000 5,341,000 6,555,000 2,633,000 3,476,000 4,417,000 

 

Figure 5-4shows the frequency analysis for the 14 day flood volume with the observed data 
for the Yarrawonga gauge. For clarity, the LP3 estimates are shown in green with the GP 
estimates shown in red.  

Appendix B contains the frequency curves for the 21 day and 28 day volumes. 
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Comparison of the two distributions to the observed data for the 14 day volume, reveals 
that the GP distribution fits the higher volume events better. As such, the GP distribution 
estimates were adopted in this study.  
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Figure 5-4 Murray River at Yarrawonga,. 14-day volumes flood frequency analysis  
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5.4.3 Tocumwal  

Table 5-9 summarises the design flood volumes for the three selected event durations at 
Tocumwal. 

Table 5-9:  Design flood volume estimates at Tocumwal (409202) 

Average 
Recurrence 

Interval 

(years) 

LP3 Predicted Flow GP Predicted Flow 

14 Day 
Vol. 
(ML) 

21 Day 
Vol. 
(ML) 

28 Day 
Vol. 
(ML) 

14 Day 
Vol. 
(ML) 

21 Day 
Vol. 
(ML) 

28 Day 
Vol. 
(ML) 

10 1,321,000 1,799,000 2,238,000 1,430,000 1,934,000 2,411,000 

20 1,593,000 2,135,000 2,644,000 1,664,000 2,237,000 2,781,000 

50 1,959,000 2,577,000 3,176,000 1,897,000 2,533,000 3,141,000 

100 2,246,000 2,918,000 3,581,000 2,030,000 2,699,000 3,340,000 

200 2,544,000 3,267,000 3,994,000 2,135,000 2,827,000 3,492,000 

 

Figure 5-5shows the 14 day flood volume frequency analysis along with the observed data 
for the Tocumwal gauge. For clarity, the LP3 estimates are shown in green with the GP 
estimates shown in red. 

As for the volumes at Yarrawonga, the GP distribution provided a better fit than the LP3 
distribution for the higher volume events 

Appendix B contains the frequency curve for the 21 day and 28 day volume. 

5.4.4 Discussion  

The GP distribution provided a better fit to the flood events at Yarrawonga and Tocumwal, 
particularly for the higher volumes (> ~ 30 year ARI). 

A comparison of the design flood volume estimates at Yarrawonga and Tocumwal revealed 
higher estimates at Yarrawonga. It would be expected, in the absence of significant 
inflow/outflows between Yarrawonga and Tocumwal, that the flood volume estimates 
would be similar. The differences in volume estimates are considered to reflect the 
uncertainty in streamflow data at both sites.  
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Figure 5-5  Murray River at Tocumwal 14 day volume flood frequency analysis 
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5.5 Design flood hydrograph derivation 

5.5.1 Flood event rank comparison 

To apply the ARR methodology, reasonable coincidence between the rank of a given flood 
event in the peak flow and flood volume series is required. For this analysis, the largest 15 
peak flows were selected from the agency gauged data at Yarrawonga (1939-2004). The 
period 1939-2004 was chosen to provide a concurrent period for both the peak flow and 
flood volumes series. The rank in the 14 day flood volume series for these largest 15 peak 
flow events was then determined.  It was found that for these 15 flood events the annual 
maximum peak flow and 14 day volume occurred for the same flood event within the year. 

Table 5-10, Table 5-11 and Table 5-12 show the comparison of rank for the peak flow and 
flood volume series at Yarrawonga for 14, 21 and 28 day durations respectively. 

Table 5-10 Peak flow ς 14 day flood volume rank comparison at Yarrawonga (1938 -2004) 

Flood Event Peak Flow 

(ML) 

14 Day Volume 

(ML) 

Rank In Peak 
Flow Series 

Rank In Flood 
Volume Series 

1975 234,000 1,863,000 1 3 

1956 204,000 2,219,000 2 1 

1974 196,000 1,503,000 3 6 

1970 184,000 1,493,000 4 8 

1993 183,000 1,393,000 5 11 

1955 181,000 1,968,000 6 2 

1958 157,000 1,404,000 7 10 

1973 142,000 1,606,000 8 5 

1996 141,000 1,617,000 9 4 

1952 140,000 1,445,000 10 9 

1992 137,000 1,386,000 11 12 

1981 127,000 1,498,000 12 7 

1964 109,000 1,258,000 13 14 

1990 104,000 1,240,000 14 15 

1939 101,000 1,321,000 15 13 
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Table 5-11 Peak flow ς 21 day flood volume rank comparison at Yarrawonga (1938 -2004) 

Flood event Peak flow 

(ML) 

21 day volume 

(ML) 

Rank in peak 
flow series 

Rank in flood 
volume series 

1975 234,000 2,398,313 1 3 

1956 204,000 3,001,803 2 1 

1974 196,000 2,198,328 3 5 

1970 183,000 1,931,363 4 8 

1993 183,000 1,738,247 5 13 

1955 181,000 2,677,292 6 2 

1958 157,000 1,764,206 7 12 

1973 142,000 2,198,184 8 6 

1996 141,000 2,236,660 10 4 

1952 141,000 1,866,174 9 11 

1992 137,000 1,893,073 11 10 

1981 127,000 2,042,580 12 7 

1964 109,000 1,682,993 13 15 

1990 104,000 1,712,316 14 14 

1939 102,000 1,899,178 15 9 
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Table 5-12 Peak flow ς 28 day flood volume rank comparison at Yarrawonga (1938 -2004) 

Flood event Peak flow 

(ML) 

28 day volume 

(ML) 

Rank in peak 
flow series 

Rank in flood 
volume series 

1975 234000 2977958 1 3 

1956 204000 3731629 2 1 

1974 196000 2821389 3 4 

1970 183000 2384476 4 8 

1993 183000 2161929 5 13 

1955 181000 3312836 6 2 

1958 157000 2163181 7 12 

1973 142000 2647407 8 6 

1996 141000 2677040 10 5 

1952 141000 2218041 9 11 

1992 137000 2375310 11 9 

1981 127000 2493682 12 7 

1964 109000 2050586 13 15 

1990 104000 2151386 14 14 

1939 102000 2346534 15 10 

 

From the above three tables, there is considered a reasonable coincidence of ranks between 
the peak flow and flood volume events. The following comments are made: 

- the same 15 events are reflected in the peak flow and flood volumes series 

- the 1975 flood event is the largest event by peak flow and the third largest event by 
flood volume 

- the 1956 flood event is the largest event by flood volume and the second largest 
event by peak flow 

- the 1970 and 1993 events have peak flow rank considerably higher than their flood 
volume ranks.  

- The 1996 and 1973 events have peak flow rank considerably lower than their flood 
volume ranks. 

The coincidence between peak flow and flood volume rank is considered sufficient for the 
purposes of this analysis and the application of the ARR methodology. 
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5.5.2 Peak flow ς flood volume ratio 

For the 15 flood events, listed in Table 5-10, the ratios of the peak flow to volume were 
determined to assess the shape of the flood hydrograph (i.e. peakiness). The 14 day flood 
volume was converted to an average daily flow over a 14 day period, and then divided into 
the peak flow. In addition, the October 1917 daily hydrograph yielded a peak flow and 14-
day volume. The 1917 peak flow from the daily hydrograph was 306,000 ML/d and differs 
from the 390,000 ML/d used in the peak flow frequency in Section 5.3.2, however the peak 
flow ς flood volume ratio was considered useful and warranted in the comparison of 
historical event hydrographs. 

Table 5-13 displays the peak flow ς flood volume ratios for the 15 largest events for the 
agency gauged data period (1938-2004) plus the 1917 event from the SR&WSC working files 
(SR&WSC-A data set). The events in Table 5-13 are listed in descending order based on peak 
flow.  

The magnitude of the peak flow ς volume ratio reflects the peakiness of the flood 
hydrograph i.e. the higher the ratio,' the peakier the flood hydrograph. Higher peak flow ς 
volume ratios occurred for the 1917, 1975, 1993 and 1974 events with lower ratios occurring 
for the 1939, 1981 and 1990 events. The mean ratio for the 15 historical events plus 1917 is 
1.43 with the median ratio at 1.33.  

Similar peak flow to flood volume ratios were determined from the design estimates of the 
peak flow and flood volume. As the flood volume analysis was conducted using the period 
1939 to 2004, the design peak flow estimates from an analysis on this same period were 
used to determine the peak flow ς volume ratios.  

Table 5-14 shows the peak flow ς flood volume ratios for the design events. 
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Table 5-13 Historical peak flow ς flood volume ratio at Yarrawonga (1938 -2004)  

Flood 
Event 

Peak 
Flow 

(ML/d) 

14 Day 
Volume 

(ML) 

Average Daily 
Flow for 
14 Day 
Volume 
(ML/d) 

Peak 
Flow ς 
Volume 
Ratio 

21 Day 
Volume 

(ML) 

Average 
Daily Flow 
For 21 Day 

Volume 
(ML/d) 

21 Day 
Peak Flow 
ς Volume 

Ratio 

28 Day 
Volume 

(ML) 

Average Daily 
Flow for 
28 Day 
Volume 
(ML/d) 

28 Day 
Peak Flow 
ς Volume 

Ratio 

1975 233,761 1,863,000 133,000 1.76 2,398,000 114,000 2.05 2,977,000 106,000 2.20 

1956 203,677 2,219,000 159,000 1.28 3,002,000 143,000 1.42 3,731,000 133,000 1.53 

1974 195,818 1,504,000 107,000 1.82 2,198,000 105,000 1.87 2,821,000 101,000 1.94 

1970 183,687 1,494,000 107,000 1.72 1,931,000 92,000 2.00 2,384,000 85,000 2.16 

1993 183,012 1,394,000 100,000 1.84 1,738,000 83,000 2.21 2,162,000 77,000 2.37 

1955 181,096 1,968,000 141,000 1.29 2,677,000 127,000 1.42 3,313,000 118,000 1.53 

1958 157,090 1,404,000 100,000 1.57 1,764,000 84,000 1.87 2,163,000 77,000 2.03 

1973 141,722 1,606,000 115,000 1.24 2,198,000 105,000 1.35 2,647,000 95,000 1.50 

1996 141,395 1,617,000 116,000 1.22 2,237,000 107,000 1.33 2,677,000 96,000 1.48 

1952 140,556 1,445,000 103,000 1.36 1,866,000 89,000 1.58 2,218,000 79,000 1.77 

1992 136,877 1,386,000 99,000 1.38 1,893,000 90,000 1.52 2,375,000 85,000 1.61 

1981 126,830 1,499,000 107,000 1.18 2,043,000 97,000 1.30 2,494,000 89,000 1.42 

1964 109,350 1,258,000 90,000 1.22 1,683,000 80,000 1.36 2,050,000 73,000 1.49 

1990 104,423 1,241,000 89,000 1.18 1,712,000 82,000 1.28 2,151,000 77,000 1.36 

1939 101,533 1,322,000 94,000 1.08 1,899,000 90,000 1.12 2,346,000 84,000 1.21 
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Table 5-14 Design peak flow ς flood volume ratio at Yarrawonga (1938 -2004) 

Average 
recurrence 

interval 
(years) 

Peak flow 
1939 - 2004 

(GP 
distribution) 

(ML/d) 

14 day 
volume 

(ML) 

Average 
daily flow 
for 14 day 
volume 
(ML/d) 

Peak flow 
ς volume 

ratio 

21 day 
volume 

(ML) 

Average 
daily flow 
for 21 day 
volume 
(ML/d) 

Peak flow 
ς volume 

ratio 

28 day 
volume 

(ML) 

Average 
daily flow 
for 28 day 
volume 
(ML/d) 

Peak flow 
ς volume 

ratio 

10 152,000 1,514,000 108,000 1.40 2,032,000 97,000 1.57 2,519,000 90,000 1.69 

20 190,000 1,831,000 131,000 1.45 2,446,000 116,000 1.63 3,050,000 109,000 1.74 

50 236,000 2,192,000 157,000 1.51 2,913,000 139,000 1.70 3,660,000 131,000 1.81 

100 269,000 2,427,000 173,000 1.55 3,214,000 153,000 1.76 4,061,000 145,000 1.85 

200 300,000 2,633,000 188,000 1.59 3,476,000 166,000 1.81 4,418,000 158,000 1.90 
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For the design events, the peak flow ς volume ratio is seen to increase with ARI. The design 
ratios generally span between the median and mean historical event ratios. This consistency 
provides confidence in the design ratios.  

Figure 5-6 displays the peak flows ς 14 day flood volumes for both historical and design flood 
events. Also included in Figure 5-6 is the 1917 flood event using the peak flow and 14 day 
volume based on the SR&WSC-A data set. The design flood events shown are derived from 
the frequency analysis fƻǊέ the period 1938 to 2004. The scatter of the historical peak flows 
ς 14 day flood volumes highlights the variation in the relationship of peak flow to flood 
volume i.e. hydrograph shape.  

 

Figure 5-6 Historical and design peak flow ς 14 day flood volume ratio at Yarrawonga (1938 
-2004) 

It should be noted that the peak flow ς volume ratios for the two significant historical floods, 
1956 and 1975, were 1.28 and 1.76 respectively. These ratios differed considerably from the 
design event ratios (1.40 ς 1.59). The variation in these ratios reflects the nature of these 
two events. The 1956 event had a long duration (i.e. lower peak flow ς volume ratio) and the 
1975 event was of shorter duration with a high peak flow (i.e. higher ratio). This variation in 
peak flow ς volume ratio compared to design peak flows, is further highlighted by 
examination of the approximate ARI for the peak flow and flood volumes as follows: 

- 1956 event peak flow ARI ~ 30 year and 14 day volume ARI ~ 50 years 

- 1975 event peak flow ARI ~ 50 year and 14 day volume ARI ~ 20 years 

It should be noted the above approximate ARIs are based on the frequency analysis for the 
period 1938 to 2004 and differ from the ARI determined from the frequency analysis of 
1905-2004. 

The spread of flow-volume ratios reflects the natural variability inflows within Australian 
rivers and as such is not unexpected. 
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5.5.3 Historical flood hydrograph selection  

Examination of the historical flood ratios in Table 5-13 revealed that the peak flow ς volume 
ratios for the 1952, 1958 and 1992 events, 1.36, 1.57 and 1.38 respectively, were closest to 
the design event ratios.  

The 1992 flood hydrograph contained a prolonged period of relatively constant flow prior to 
the rise and occurrence of the peak flow. It was considered that the 1992 flood hydrograph 
shape did not representt what could be considered to be a typical flood hydrograph shape. 
The 1952 and 1958 historical flood hydrographs were considered to be more representative 
of typical flood hydrographs.  

Listings of the 1952, 1958 and 1992 historical flood hydrographs are provided in Appendix A. 

Design flood hydrographs were computed by scaling historical flood hydrographs with 
similar peak flow ς volume ratios to the design event ratios shown in Table 5-14. 

As discussed, the 1952 and 1958 flood events had similar flow-volume ratios to the design 
flood ratios, hence the following historical events were adopted as representative 
hydrograph shapes for scaling to become design flood hydrographs: 

- 1952 flood hydrograph: 10 and 20 year ARI design events  

- 1958 flood hydrograph: 50, 100, 200 and 500 year ARI design events 

5.5.4 Design flood hydrograph scaling 

The representative historical hydrographs were scaled by the ratio of the historical to design 
peak flows. The design peak flows adopted for scaling were from the frequency analysis 
using the GP distribution and the period 1905-2004 plus 1870, as listed in Table 5-4. 
Table 5-15 displays the scaling factor for the historical hydrographs to yield the design flood 
hydrographs. The representative historical flood event employed for the scaling is provided 
in brackets. 
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Table 5-15 Design peak flow ς flood volume ratio at Yarrawonga (1938 -2004) 

Average 
recurrence 

interval 
(years) 

Historical peak flow 
from representative 

flood event 
(ML/d) 

Design Peak flow 
1905 ς 2004 plus 1870 

(GP distribution) 
(ML/d) 

Peak flow 
scaling factor 

10 140,500 (1952) 193,000 1.37 

20 140,500 (1952) 251,000 1.79 

50 157,090 (1958) 328,000 2.09 

100 157,090 (1958) 387,000 2.46 

200 157,090 (1958) 448,000 2.85 

500 157,090 (1958) 528,000 3.36 

 

The use of the design peak flow estimates for the period 1905 to 2004 plus 1870 implies an 
assumption that the design peak flow ς volume ratios determined for the period 1938 to 
2004 would be similar to those for the longer period used in the peak flow frequency 
analysis. The validity of this assumption is unable to be rigorously tested given the absence 
of suitable data for use in the flood volume frequency analysis prior to 1938. 

The 14 day volumes contained in the scaled design flood hydrographs were determined and 
are provided in Table 5-16.  

Table 5-16 Adopted design flood hydrograph 14 day volume at Yarrawonga 

Average 
recurrence 

interval 
(years) 

Scaled Design 
hydrograph ς 
14 day volume 

(ML) 

10 1,913,000 

20 2,427,000 

50 2,681,000 

100 3,092,000 

200 3,504,000 

500 4,120,000 

 

The above 14 day volumes differ from the 14 day volume estimates based on the frequency 
analysis outlined in Section 5.4.2. This difference is due to scaling based on the design peak 
flow estimates from the period 1905-2004 and the gap between the design peak flow and 
the flow peak of the historical event used in the hydrograph scaling process. 

Figure 5-7 displays the 1952 and 1958 historical flood hydrographs, and the adopted scaled 
design flood hydrographs 

.
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Figure 5-7 Historical and design flood hydrographs for the Murray River at Yarrawonga 
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5.6 Discussion 

The reliability or confidence surrounding the peak design flow estimates at Yarrawonga is 
influenced by a number of factors which are discussed below.   

The peak flow estimates at Yarrawonga are highly dependent on the period of record 
employed in the frequency analysis. A number of significant flood events occurred in the 
early gauge period (1905-1937). The reliability of the peak flow data derived from the early 
gauge record (1905-1937) is difficult to establish. 

Another important factor influencing the frequency analysis is the significant water 
resources development that has occurred in ǘƘŜ ¦ǇǇŜǊ aǳǊǊŀȅ ŎŀǘŎƘƳŜƴǘ ŦǊƻƳ мфолΩǎ ƛΦŜΦ 
ŎƻƴǎǘǊǳŎǘƛƻƴ ƻŦ IǳƳŜ 5ŀƳ ƛƴ мфолΩǎ ŀƴŘ 5ŀǊǘƳƻǳǘƘ 5ŀƳ ƛƴ ǘƘŜ мфтлΩǎΦ Lǘ ƛǎ ƭƛƪŜƭȅ ǘƘŀǘ ǘƘƛǎ 
development has reduced the magnitude of flooding, particularly for more frequent events, 
say up to 1 in 20 year. However, the reduction in flood magnitude for larger flood events 
would be limited. The MRFPM study (RWCV et al 1986) suggests that for the 1917 flood 
event the impact of Hume Dam would be negligible. 

Given these above factors, it is evident that considerable uncertainty surrounds the peak 
flow estimates at Yarrawonga. This study has applied a different probability distribution (GP) 
to observed peak flow series than used in previous studies. The GP distribution is considered 
to better fit the observed data and is appropriate for adoption in this study.  

The study considered two periods of streamflow data, 1905 to 2004 and 1938 to 2004. 
Despite the uncertainty in the reliability of the early period peak flows, the peak flow 
estimates derived from the longer period are considered more appropriate. Further it is 
considered that the exclusion of the early period (1905-1937) would result in an 
unreasonable reduction in peak flow estimates for the 1 in 50 year ARI and greater events. 

5.7 Climate change considerations 

The study area and contributing upstream catchment has been subject to a drying trend 
since 1960 with mean annual rainfall decreasing by around 15 -30 mm per decade (CSIRO & 
BoM 2010).  

Climate change modelling suggests that rainfall in winter, spring and autumn will decrease 
by 20%-50% by 2050, with an increase in summer rainfall of 10-20% from a relatively low 
current summer rainfall (DECCW 2008). 

DECCW (2008) provides the following comments on future flood behaviour under the 
influence of Climate Change:  

άDue to the increase in summer rainfall there is a risk that flood-producing rainfall events are 
likely to become more frequent and more intense in the wetter La Niña years. Whether these 
changes lead to an increase in flood levels depends upon the existing catchment conditions 
and the water levels in the major storages at the time of actual events. The risk of protection 
measures such as levees being overtopped is likely to increase with an associated risk to life 
and property. Changes to short and intense rainfall events are likely to increase flooding from 
smaller urban streams and urban drainage systems.έ Ǉ о 

As noted above, there are a number of factors that may influence the computed design 
flood magnitudes. It is unclear how climate change may ultimately impact design flood 
magnitudes into the future. 
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This study has considered a range of flood magnitudes from 10 year ARI to 500 year ARI. 
Comparison of the flood behaviour between these events can provide insight into the 
sensitivity of flood impacts to climate change influences. 

It is recommended that as understating of climate change influences on large flood events in 
the Murray River improves, sensitivity analysis of the changes in design flows is considered.  
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6 HYDRAULIC ANALYSIS 

6.1 Overview 

The hydraulic analysis determined flood behaviour for the Murray River floodplain from 
Dicks/Seppelts levees to downstream of the Ulupna Creek / Murray River confluence. The 
flood behaviour was assessed for the 10, 20, 50, 100, 200 and 500 year ARI flood events. 
Design flood hydrographs for the Murray River at Yarrawonga, outlined in Section 5, were 
utilised as inflows for the hydraulic analysis. The sensitivity of flood behaviour to several 
levee failure scenarios was assessed. 

The extensive nature of the floodplain requires the application of a two-dimensional (2D) 
hydraulic model. The linked one-dimensional and two-dimensional unsteady hydraulic 
model, MIKEFLOOD, was the principal tool for the hydraulic analysis.   

For this present study, a two-dimensional (2D) MIKE 21 model has been set up to model the 
overall floodplain flows.  A coupled one-dimensional (1D) MIKE 11 model has been utilised 
to explicitly model waterway (bridge and/or culvert) crossings within the study area. 

The MIKEFLOOD model parameters were calibrated through comparison of the modelled 
and observed flood levels with historical inflow flood hydrographs as an input.  Once 
calibrated, the MIKEFLOOD model was applied to estimate design flood behaviour (levels 
and extents) with design inflow hydrographs as an input.  

This section details the input data, methodology and outputs for the hydraulic analysis.  The 
structure of the section is as follows: 

¶ Hydraulic model development ς details the construction of the MIKEFLOOD model 
structure (Section 6.2) 

¶ Hydraulic model calibration ς details the selection of calibration events and calibration of 
model parameters (Section 6.3) 

¶ Design flood modelling ς summaries the estimation of design flood levels and velocities 
with the calibrated MIKEFLOOD model (Section 6.4) 

6.2 Hydraulic model development 

6.2.1 Overview 

The development of a detailed DTM and subsequent construction of a hydraulic model of 
the study area enables the flood and hydrodynamic behaviour of the study area to be 
simulated in detail. Hydrodynamic conditions varying from historical flood events to the 
ǎƛƳǳƭŀǘƛƻƴ ƻŦ ƘȅǇƻǘƘŜǘƛŎŀƭ άŘŜǎƛƎƴέ ŦƭƻƻŘ ŜǾŜƴǘǎ Ŏŀƴ ōŜ ƳƻŘŜƭƭŜŘ ǘƻ ƛƴǾŜǎǘƛƎŀǘŜ ǘƘŜ ǇŀǘǘŜǊƴ 
of flooding behaviour within the study area. These conditions can be applied to both the 
existing floodplain geometry, and geometries that have been altered to represent changes 
eg. flood mitigation measures, proposed developments or historical floodplain conditions. 

6.2.2 Hydraulic Model Software 

The hydraulic model of the study area has been undertaken utilising the Danish Hydraulic 
LƴǎǘƛǘǳǘŜΩǎ ό5ILύ aLY9 C[hh5 ƳƻŘŜƭƭƛƴƎ ǎƻŦǘǿŀǊŜΦ aLY9 C[hh5 ƛǎ ŀ ǎǘŀǘŜ-of-the-art tool for 
ŦƭƻƻŘǇƭŀƛƴ ƳƻŘŜƭƭƛƴƎ ǘƘŀǘ Ƙŀǎ ōŜŜƴ ŦƻǊƳŜŘ ōȅ ǘƘŜ ŘȅƴŀƳƛŎ ŎƻǳǇƭƛƴƎ ƻŦ 5ILΩǎ ǿŜƭƭ ǇǊƻǾŜƴ 
MIKE 11 river model and the MIKE 21 fully two-dimensional modelling system. This dynamic 
coupling extends the capability of MIKE 21 to include the following: 
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¶ A comprehensive range of hydraulic structures (including weirs, culverts, bridges, etc.) 

¶ Ability to accurately model sub-grid scale channels 

¶ Ability to accurately model dambreak or levee failures 

For the present study, a two-dimensional (2D) MIKE 21 model has been set up to model the 
overall floodplain flows. A coupled one-dimensional (1D) MIKE 11 model has also been 
utilised to explicitly model waterway bride and culvert crossing within the study area. 

Further information on MIKE FLOOD can be found at: 

http://www.dhigroup.com/Software/WaterResources/MIKEFLOOD.aspx 

6.2.3 Model Structure 

The basis of the two-dimensional hydraulic model is the topographic grid which is based on 
aerial laser survey, bathymetric data and a significant amount of field survey. Field surveys 
included embankments (channels and levees), culverts and bridges within the study area. A 
30 m grid resolution of the greater study area was utilised for the hydraulic model.  

The choice of an appropriate grid resolution for the hydraulic modelling was determined to a 
large extent by the significant depths (>5 m) encountered in the river resulting in a high 
wave celerity (~15 m/s) which impacts on the maximum allowable time-step and hence 
model simulation times. In addition, significant flow velocities (~2 m/s) are also predicted in 
the river during large flood flows. These velocities dictated the computational time step 
adopted for the hydraulic model to ensure the maximum model Courant number would 
provide a stable and accurate model solution. A finer resolution than the adopted 30 m grid 
would require a correspondingly smaller computational time step, resulting in excessively 
long simulation times. Given the nature of the study topography it was considered that the 
chosen grid spacing provides a good resolution of the physical characteristics of the river and 
floodplain. 

Bridge and culvert crossings within the study area were modelled as MIKE 11 structures and 
dynamically coupled with the two-dimensional model. Head loss through the structures 
could therefore be modelled explicitly within the model. 

As noted, levee and irrigation embankment crest elevations were collected/surveyed and 
then entered or stamped into the hydraulic model topography.  

The variation in hydraulic roughness within the study area was schematised as a grid, 
representing various land forms or uses, e.g. open grassland, paved surfaces, buildings, thick 
vegetation etc. The hydraulic roughness grid was based principally on aerial ortho-
photography and visual inspection undertaken during field visits. Hydraulic roughness values 
adopted for the two-dimensional hydraulic model are summarised in Table 6-1. Roughness 
values were initially adopted based on literature and previous experience with similar flood 
models. These values were then validated during the hydraulic model calibration process 
and any necessary adjustments made.  
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Table 6-1 Hydraulic Roughness Parameters 

Topography Class Â aŀƴƴƛƴƎΩǎ άƴέ 

Murray River channel and major 
anabranches (bed & banks) 0.035 

Overbank riparian corridor (within levees)  0.065- 0.07 

Vegetated floodplain areas and waterways 
(e.g. Sheepwash Creek) 0.07 

Cleared floodplain (outside levee) 0.04 

 

6.3 Hydraulic model calibration 

6.3.1 Approach  

¢ƘŜ ŎŀƭƛōǊŀǘƛƻƴ ǇǊƻŎŜǎǎ ǊŜǉǳƛǊŜǎ ǎȅǎǘŜƳŀǘƛŎŀƭƭȅ ŎƻƳǇŀǊƛƴƎ ǘƘŜ ƘȅŘǊŀǳƭƛŎ ƳƻŘŜƭΩǎ 
representation of flooding in the study area with observed flooding behaviour. This process 
may incorporate comparisons between gauged stream flows, observed maximum flood 
levels, areas of inundation as shown in aerial photography and eyewitness recounts of 
flooding behaviour. Where the model does not adequately represent the observed 
behaviour, the reason for the discrepancy is identified and inputs into the model are 
adjusted as required. 

The hydraulic model developed for this study is based on current topographic data and 
flooding behaviour is therefore influenced by the current topography. As such, the ability of 
the hydraulic model to simulate observed historical flood behaviour is affected by changes 
to the topography subsequent to the flood event being modelled. 

Calibration of the model was primarily based on matching the modelled flood levels with a 
number of observed flood levels throughout the study area. This was achieved through a 
combination of fine tuning of the factors describing head loss through the major bridge and 
culvert structures, and some minor adjustment to the roughness parameters. 

Due to uncertainty in the hydraulic efficiency of waterway structures, care was taken not to 
ŀŘƧǳǎǘ ǾŀǊƛƻǳǎ ƳƻŘŜƭ ǇŀǊŀƳŜǘŜǊǎ ƻǳǘǎƛŘŜ ŀŎŎŜǇǘŀōƭŜ ǊŀƴƎŜǎ ƛƴ ƻǊŘŜǊ ǘƻ ΨŦƻǊŎŜΩ ŀƴ ŀŎŎŜǇǘŀōƭŜ 
calibration fit. In this respect, it is noted that calibration was readily achieved with standard 
model parameter values.  

The historical events, October 1975 and October 1993, were used as the principal hydraulic 
model calibration events.  

The following section discusses the hydraulic model calibration for the two events. 

6.3.2 October 1975  

The October 1975 flood event reached a peak flow at Yarrawonga of approximately 
234,000 ML/d, estimated to be a 17 year ARI event. Significant levee failures occurred at 
Brentnalls, Cleaves, and Dixons Bend. The levee failures led to considerable flow across the 
Victorian floodplain. GBCMA provided some general description of the nature of the levee 
breaches (timing and extent). It is understood that this information was sourced from local 
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SR&WSC officers and landholders. The levee failures were included in the hydraulic model as 
time varying structures based on this information. 

The October 1975 event provides a good assessment of the hydraulic modelΩǎ ability to 
simulate flood events in excess of the levee capacity.  

The Victorian Flood Database (VFD) contained 178 observed flood levels from the October 
1975 event. The majority of the observed flood levels were located along the PWD levee 
between Cobram and the Goulburn Valley Highway Bridge (Tocumwal). The strength of the 
model calibration was reflected by the breakdown of flood levels differences (modelled 
flood level - observed flood level), as seen in Figure 6-1. 

 

Figure 6-1 October 1975 ς Hydraulic model calibration ς flood level difference breakdown 

This indicates that around half (56%) of the modelled flood levels were within +/- 100 mm, 
and 84% of modelled flood levels were within +/- 200 mm of the observed flood levels.  

Figure 6-2 displays the modelled October 1975 flood extent, and flood level differences. The 
dot colour reflects the difference between the modelled and observed flood levels. The dark 
and light green dots indicate observed flood levels are under-estimated, the orange dots 
indicate the modelled and observed flood levels were within 0.1 m and the red and purple 
dots indicates observed flood levels were over-estimated. 

The following general comments regarding the modelled flood behaviour are provided: 

¶ Upstream of 5ƛȄƻƴΩǎ .ŜƴŘΥ The modelled 1975 flood levels are within +/- 0.1 m.  

¶ Brentnalls to Tocumwal: The modelled 1975 flood levels are generally up to 0.2 m 
higher than observed levels  

¶ Sheepwash Creek adjacent to Brentnalls: Two modelled 1975 flood levels (light green 
points) are up to 0.2 m lower than observed levels, with an additional adjacent 
modelled flood level point low by 0.5 m (dark green) 

0%

10%

20%

30%

40%

50%

60%

Less than  - 200 
mm 

-200 mm to -100 
mm

- 100 mm to + 100 
mm

+ 100 mm to + 200 
mm

Greater  than  + 
200 mm 

P
e
rc

e
n

ta
g

e
 o

f 
to

ta
l 

o
b

s
e
rv

e
d

 f
lo

o
o

d
 l

e
v
e
ls

Flood level differences 



Murray Regional Flood Study  

 

J150/R02, November 2011, Final Page 43 

¶ Newell Highway to Immediately downstream of Railway: The modelled 1975 flood 
levels are within 0.15 m  

¶ Adjacent to Ulupna Island: The modelled 1975 flood levels are generally within 0.1 of 
observed levels.  

¶ Downstream of Ulupna Island: The modelled 1975 flood levels within 0.1 m. 

Given the uncertainty in the levee failures during the 1975 flood, it is considered that a good 
fit with observed levels for the 1975 flood was achieved. 

As an independent check the Goulburn Broken CMA plotted historic 1975 flood level 
contours (obtained from the Victorian Flood Database (VFD)) against the modelled contours 
at 0.2 m intervals.  These flood contours, including observed spot 1975 flood heights, can be 
found in six sheets and are presented in Appendix C.  The 1975 historic flood level contours 
developed for the Murray Darling Basin Commission (MDBC) in the mid-1990s took into 
account some of the anomalies in the observed 1975 flood heights. This provides another 
perspective for the calibration.  The following comments were made by Guy Tierney of 
GBCMA. 

Upstream of Cobram observed 1975 flood levels are limited. The fit is very good until 
2.5 km upstream of Cobram. No flood levels are available and comparisons with the 
fitted historic flood contours show the modelling to be 0.2 to 0.3 metres higher. The 
modelling does indicate head loss over the Yarrawonga-Cobram Road (also known as 
Barooga-Cobram Road) and its causeway which is not picked up in the historic flood 
contours. Therefore, the modelling results are considered good, and represent 
άǘƻŘŀȅΩǎέ ŎƻƴŘƛǘƛƻƴǎ. This has implication to Cobram Town levee freeboard. 

Downstream of the Yarrawonga-Cobram Road comparisons become very good all the 
way to Torgannah Road, Koonoomoo. 

Between Torgannah Road to the Goulburn Valley Highway the modelling is some 0.1 
higher.  This can be explained from the Victorian levee breach assumptions. Also the 
modelling closer to the Goulburn Valley highway and its causeway and Tocumwal 
levee shows complex flooding patterns. ¢ƘŜ ƳƻŘŜƭƭƛƴƎ ƻŦ άǘƻŘŀȅΩǎέ ŎƻƴŘƛǘƛƻƴǎ ƛǎ 
considered good. 

Sheepwash Creek modelling is underestimating by 0.2 to 0.3 m. Further downstream, 
in the Ulupna floodplain the modelling results are mostly good. 

Downstream of the Goulburn Valley Highway, the modelling tends to under estimate 
flood heights along the river floodplain by 0.1-0.2 m. Closer to the downstream end 
of the model flood heights are under estimated by 0.3 m. 

Overall the calibration represents a good fit of the 1975 observed data. 
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Figure 6-2  October 1975 ς Hydraulic model calibration ς Flood level comparison
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6.3.3 October 1993 calibration 

The October 1993 flood event reached a peak flow at Yarrawonga of approximately 
183,000 ML/d, estimated to be a 9 year ARI event, based on the adopted flood frequency. 
The October 1993 event was contained between the Cobram/PWD levee on the Victorian 
side, and the Barooga/Tocumwal levee on the New South Wales side. No overflow occurred 
ŀǘ 5ƛŎƪΩǎ ƭŜǾŜŜΦ  !ǎ ǎǳŎƘΣ ǘƘŜ hŎǘƻōŜǊ мффо ŜǾŜƴǘ ǇǊƻǾƛŘŜǎ ŀ ƎƻƻŘ ŀǎǎŜǎǎƳŜƴǘ ƻŦ ǘƘŜ 
hydraulic modelΩǎ ability to simulate flood events within the levees.  

The Victorian Flood Database (VFD) contained 15 observed flood levels from the October 
1993 flood.  The strength of the model calibration was reflected by the breakdown of flood 
levels differences (observed flood level -modelled flood level). A total of 3 from 15 points 
were within 100 mm, and 7 of the 15 points were within 200 mm.  

Figure 6-3 displays the maximum modelled October 1993 flood extent and comparison of 
the modelled versus observed maximum flood levels. The dot colour reflects the differences 
between the modelled and observed flood levels. The dark and light green dots indicate 
observed flood levels are under-estimated, the orange dots indicate the modelled and 
observed flood levels were within 0.1 m and the red and purple dots indicate observed flood 
levels were over-estimated. Unfortunately 1993 observed flood levels are only available near 
5ƛȄƻƴΩǎ ōŜƴŘ ŀƴŘ ŘƻǿƴǎǘǊŜŀƳΦ Φ 

The comparison of modelled and observed flood levels was considered good for the October 
1993 event.  

6.3.4 Limited Verification to 1917 

There have been significant changes to the floodplain since 1917, and comparisons should 
be treated with caution. 

Comparisons (by the Goulburn Broken CMA) have been carried out with respect to declared 
100 year ARI flood level contours (based on 1917 flood levels), and the modelled 100 year 
ARI flood contours determined in Section 6 under two conditions, with levee breaches and 
without.  The following observations are made by GBCMA: 

¶ Cobram and upstream areas are good, generally within 0.1 m. 

¶ Downstream of Cobram the modelling is generally 0.3 to 0.4 lower than declared 
with the Victoria Levee breached and generally significantly more agreement 
without breaches within 0.05 to 0.2 m. 

¶ Generally a good match to observed 1917 flood levels at Dixons Bend, Sheepwash 
Creek with the levee breach model.   

Comparisons have been made against the declared 100 year ARI flood contours that 
were manually interpreted and drawn.  The shape of the manual contours can be 
significantly different compared to the model generated contours. The manually drawn 
contours are subject to a significant degree of personal judgement and represent a best 
estimate. The hydraulic model generated contours are based on a continuous two-
dimensional water surface that in most cases is likely to be more realistic (taking into 
account momentum effects around bends for example). 

Overall the verification against the 1917 flood information was considered to be good. 
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Figure 6-3  October 1993 ς Hydraulic model calibration ς Flood level comparison  



Murray River Regional Flood Study  

 

J150/R02, November 2011, Final Page47 

6.4 Design flood behaviour assessment  

6.4.1 Overview 

Design flood levels and inundation extents were determined using the calibrated 
MIKEFLOOD model for the 10, 20, 50, 100, 200 and 500 year ARI floods.  The design 
hydrographs for the Murray River at Yarrawonga, determined by the hydrologic analysis, 
were used as inflows at the upstream model boundary.  

As discussed in Section 2, during significant flood events, the levees throughout the study 
area are subject to possible failure or breaching. Levee breaching can have significant effects 
on flood behaviour. In order quantify the potential variation in flood behaviour due to levee 
breaching, the following three levee failure scenarios were considered: 

¶ Levee overtopping without failure (No levee failure) 

¶ Victorian levee failure  

¶ New South Wales levee failure 

¶ Victorian irrigation channel removal 

The following sections outline the assumptions for each of the above scenarios and discuss 
the key differences in flood behaviour between the modelled scenarios. A detailed 
discussion of the flood behaviour is provided in Section 7.2. 

To assess the sensitivity of flood behaviour to flood volume, the hydraulic model was run 
with a 28 day 100 year flood hydrograph as an inflow at Yarrawonga (the standard 
simulations used a 14 day hydrograph). 

6.4.2 No levee failure 

This scenario assumes that no levees are breached. However, the levees can overtop when 
the adjacent flood level exceeds the levee crest height. Under these assumptions, flood 
levels, within the levees along the river, will tend towards an upper limit (i.e. this scenario 
produced the highest flood levels along the river, inside the levees). This scenario should be 
employed when assessing the available freeboard for levees designed to provide 100 year 
ARI protection.  

Design flood maps for the 10, 20, 50, 100, 200 and 500 year ARI ŜǾŜƴǘǎΣ ǳƴŘŜǊ ǘƘŜ άbƻ 
ƭŜǾŜŜέ ǎŎŜƴŀǊƛƻ ŀǊŜ ǇǊƻǾƛŘŜŘ ƛƴ ǘƘŜ ŀŎŎƻƳǇŀƴȅƛƴƎ ƳŀǇ ŀǘƭŀǎΦ 5ŜǎƛƎƴ ŦƭƻƻŘ ƳŀǇǎ ŦƻǊ ǘƘŜ άƴƻ 
ƭŜǾŜŜέ ǎŎŜƴŀǊƛƻ are provided at the following two scales: 

¶ Regional: 1:25,000 ς 6 sheets across the study area 

¶ Township: 1:10,000 ς Single sheet: Cobram-Barooga, Yarroweyah, Koonoomoo, 
Tocumwal & Strathmerton. 

6.4.3 Victorian levee failure  

IƛǎǘƻǊƛŎŀƭ ƭŜǾŜŜ ŦŀƛƭǳǊŜǎ ƘŀǾŜ ƻŎŎǳǊǊŜŘ ŀƭƻƴƎ ǘƘŜ t²5 ƭŜǾŜŜ ŀǘ 5ƛȄƻƴΩǎ .ŜƴŘΣ Brentnalls and 
Cleaves. Further, levee failures have occurred at numerous locations around Ulupna Island.  
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For this scenario, concurrent failures of the PWD levee were considered at the following 
locations: 

¶ 5ƛȄƻƴΩǎ .ŜƴŘ ŀƴŘ ǳǇǎǘǊŜŀƳ ǎƻƳŜ мллл Ƴ 

¶ Brentnalls 

¶ Ulupna Creek southern bank ς four locations 

This scenario reflects the upper limit of flood level and extent across the Victorian 
floodplain. The levee failures were assumed to occur for the 20, 50, 100, and 200 year ARI 
events. 

Design flood maps for the 20, 50, 100, and 200 year ARI ŜǾŜƴǘǎΣ ǳƴŘŜǊ ǘƘŜ ά±ƛŎǘƻǊƛŀƴ ƭŜǾŜŜ 
ŦŀƛƭǳǊŜέ ǎŎŜƴŀǊƛƻ ŀǊŜ ǇǊovided in the accompanying map atlas. These maps are provided at 
1:25,000 scale. 

6.4.4 New South Wales levee failure 

The New South Wales levees are generally constructed to provide additional protection 
above the protection level achieved by the PWD levee.  No historical evidence of significant 
levee failures has come to light during the course of this study. 

However, to reflect the upper limit of flood level and extent across the New South Wales 
floodplain, concurrent failures were considered at the following locations: 

¶ Seppelts levee 

¶ Barooga levee 

The levee failures were assumed to occur for the 100 year ARI event. 

Design flood maps for the 100 year ARI ŜǾŜƴǘ ǳƴŘŜǊ ǘƘŜ άbŜǿ {ƻǳǘƘ ²ŀƭŜǎ ƭŜǾŜŜ ŦŀƛƭǳǊŜέ 
scenario are provided in the accompanying map atlas. These maps are provided at 1:25,000 
scale. 

Figure 6-4 displays a comparison of 100 year ARI flood extents for the three scenarios 
described above (No levee failure, Victorian levee failure, .New South Wales levee failure).  

6.4.5 Victorian irrigation channel removal 

LǊǊƛƎŀǘƛƻƴ ƛƴŦǊŀǎǘǊǳŎǘǳǊŜ ǿŀǎ ŎƻƴǎǘǊǳŎǘŜŘ ŀŎǊƻǎǎ ǘƘŜ ±ƛŎǘƻǊƛŀƴ ŦƭƻƻŘǇƭŀƛƴ ŘǳǊƛƴƎ ǘƘŜ мфолΩǎΦ 
The infrastructure consists of a network of earthen channels and drains. Typically, spoil from 
the channel construction was placed either side of the channels/drains, forming raised 
banks.  

To assess the influence of the irrigation infrastructure on flood behaviour, the hydraulic 
model topography was revised to remove the following channels/drains: 

¶ Main Channel No. 1 and No. 2 

¶ Branch channel No. 6/1 and No. 3/7/2 

Figure 6-5 displays a comparison of 100 year ARI flood extents with and without the 
Victorian irrigation infrastructure. 

Generally, there were modest increases in flood extents with the selective channel removal 
conditions. However, there is a reduction from the existing conditions to the south-east of 
Cobram, adjacent to the Murray Valley Highway. The removal of the Main Channel No. 1 
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allowed additional flow to the west in this area. In turn, this reduced the flooding along the 
Murray Valley Highway towards the south of Cobram.  

Relatively limited differences in flood extents reflect the considerable overtopping of 
levees/channels under the existing conditions in the 100 year ARI event. It is considered 
likely that for events less than the 100 year ARI event, the influence of irrigation channels on 
flood behaviour would be greater.  

6.4.6 Flood hydrograph volume sensitivity 

The design flood hydrographs, as discussed in Section 5.5, were based on a 14 day flood 
volume. A 28 day 100 year ARI design flood hydrograph was evaluated, and applied as inflow 
to the hydraulic model. The flood behaviour for the 28 day flood hydrograph was assessed 
ŦƻǊ ǘƘŜ άbƻ ƭŜǾŜŜ ŦŀƛƭǳǊŜέ ŀƴŘ ǘƘŜ ά±ƛŎǘƻǊƛŀƴ ƭŜǾŜŜ ŦŀƛƭǳǊŜέ ǎŎŜƴŀǊƛƻǎΦ  

Figure 6-6 displays the flood level difference for the No levee failure scenario between the 
14 and 28 day flood hydrographs. A positive difference indicates an increase in flood level 
for the 28 day event compared to the 14 day event. Upstream of Tocumwal, the differences 
were generally within +/- 10 mm, suggesting that extending design flood duration beyond 14 
days has little impact on peak flood levels. 

6.4.7 Discussion 

The three scenarios considered reflect a range of potential flood extents across the Victorian 
and New South Wales floodplains, and along the Murray River corridor. Figure 6-4 compares 
the 100 year ARI flood extents from the three scenarios considered. 

As expected, the Victorian levee failure scenario yields the larger flood extent across the 
Victorian floodplain, and likewise the New South Wales levee failure scenario yields the 
larger flood extent across the New South Wales floodplain. 

Typically, the Victorian levee failure scenario produced increases in flood depths by up to 
50 mm across the Victorian floodplain (compared to ǘƘŜ άƴƻ ƭŜǾŜŜ ŦŀƛƭǳǊŜέ scenario). These 
limited increases in flood depth are due to the significant overtopping of the rural (PWD) 
levees ǘƘŀǘ ƻŎŎǳǊ ƛƴ ǘƘŜ άƴƻ ƭŜǾŜŜ ŦŀƛƭǳǊŜέ ǎŎŜƴŀǊƛƻ ŦƻǊ the 100 year ARI event.  

The New South Wales levee failure yielded a considerable increase in flood extent from the 
no failure scenario. Considerable flooding through Tocumwal would occur under the New 
South Wales failure scenario with flood depths up to 1 m. These considerable changes in 
flood behaviour reflect the absence of overtopping of the New South Wales levees except 
for Seppelts levee. 

It should be noted that at several locations, in particular along the southern edge of the 
Victorian floodplain, the modelled flood extent was limited to the available topographic 
data. In these locations flooding is likely to extend beyond the limit of the hydraulic model. 
Flood inundation maps ŘƛǎǇƭŀȅ ŀ άƭƛƳƛǘ ƻŦ ƳŀǇǇƛƴƎέ annotation where this is the case. It is 
recommended, as additional topographic data for the Victorian floodplain becomes 
available, consideration is given to the extension of the study area and re-
modelling/mapping of these areas. 

Figure 6-7 displays 100 year ARI flood level contours at 1 m intervals representing the upper 
bound results of the above scenarios.  The Map Atlas displays flood contours at 200 mm 
intervals. 
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The comparison of 14 and 28 day flood hydrographs revealed minor changes in flood levels, 
generally within +/- 10 mm. Given these minor differences, the design flood mapping based 
on the 14 day is considered acceptable for the purposes of this study.  
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Figure 6-4  Design 100 year flood map ς Flood extent comparison for levee failure scenarios 
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Figure 6-5  Design 100 year flood map ς Flood extent comparison for Victorian irrigation infrastructure removal 
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Figure 6-6  Design 100 year flood map ς Flood extent comparison for 28 day flood hydrographs ς no levee failure 
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Figure 6-7  Design 100 year flood map ς 100 year level contours (Maximum envelope)  
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6.5 Theoretical Rating Curves at Tocumwal Gauge 

From the hydraulic analysis, a modelled rating curve at Tocumwal was derived, as shown in 
Figure 6-8 and Table 6-2. For the derivation of the modelled rating curve, the location of the 
Tocumwal gauge was taken as immediately upstream (~ 25 m) of the Tocumwal bridge on 
the Victorian bank. 

The derived rating assumed no levee failure, just overtopping. If levee failure occurred, there 
would be additional flow across the floodplain for a given gauge height at the Tocumwal 
gauge. The derived modelled rating curve tends towards an upper limit of stage for a given 
flow. 

The current rating curve, sourced from the Victorian Water Data Warehouse, is also shown 
on Figure 6-8 for comparison.  

 

Figure 6-8 Murray River at Tocumwal ς Modelled rating curve 

  

0

1

2

3

4

5

6

7

8

9

0 50000 100000 150000 200000 250000 300000 350000 400000

G
a

u
g

e
 H

e
ig

h
t 
 (

m
)

Flow (ML/d)

Modelled - no levee failure

Current rating (as at June 2010)



Murray River Regional Flood Study  

 

J150/R02, November 2011, Final Page56 

Table 6-2 Murray River at Tocumwal ς Modelled rating curve 

Gauge Height 

(m) 

Flow 

(ML/d) 

7.0 116,239 

7.1 127,954 

7.2 140,349 

7.3 153,406 

7.4 166,366 

7.5 179,540 

7.6 192,871 

7.7 206,219 

7.8 219,367 

7.9 228,013 

8.0 347,405 

 

The modelled rating curve shows little increase in gauge height as the flow increases beyond 
about 240,000 ML/d. This reflects the overtopping of the upstream PWD levee and the 
additional flow across the Victorian floodplain. This behaviour highlights the relative 
insensitivity of flood levels along the river downstream of Cleaves as the PWD levee 
overtopping occurs. 
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7 STRUCTURAL MITIGATION MEASURES ASSESSMENT 

7.1 Overview 

This section discusses the flood behaviour with a focus on the performance of the existing 
structural mitigation measures, identifies potential augmentation to the existing measures 
and potential new mitigation measures. 

As discussed in Section 2, a number of structural mitigation measures, mainly levees, have 
been constructed within the study area. Also, particularly on the Victorian floodplain, 
irrigation infrastructure plays a role in flood protection. The key existing mitigation measures 
include the following: 

¶ Victoria  

¶ Cobram Town scheme 

¶ Public Works Department (PWD) levees 

¶ New South Wales 

¶ Seppelts Levee 

¶ Barooga Levee 

¶ Tocumwal Town levee 

The level of flood protection afforded by a levee/embankment is defined by the Flood 
Planning Level (FPL). The FPL is the design flood level plus an allowance for freeboard. The 
design flood level applied depends of the nature of the built assets to be protected. 
Generally, for the protection of urban areas the 100 year ARI event is adopted. The 
freeboard allowance is afforded to ensure this level of protection is achieved over the life of 
the structure. For flood protection of urban areas, a 600 mm allowance is generally adopted. 
However, this freeboard depends of the structural nature of the levee.  

For the urban area of Tocumwal and Cobram, GBCMA advised that the FPL was adopted as 
the 100 year ARI flood level plus 0.6 m freeboard allowance. No formal FPL has been 
adopted for the protection of rural areas (PWD levee). However, GBCMA advised a 300 mm 
freeboard is generally applied in rural areas. 

The following sections assess the performance of the above existing mitigation measures 
against the adopted FPL. 

7.2 Existing structural mitigation schemes 

The level of flood protection offered by the existing mitigation scheme levees was assessed 
against the 100 year ARI flood levels (from the no levee failure scenario). The performance 
was graded using the following criteria: 

¶ Flood level more than 600 mm below levee crest (this is the performance measure 
used for Cobram and Tocumwal Town levees) 

¶ Flood level more than 300 mm below levee crest (this is the performance measure 
used for non-town areas)  

¶ Flood level less than 300 mm below levee crest but no overtopping 
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¶ Flood level less than 300 mm above levee crest (Overtopping) 

¶ Flood level more than 300 mm above levee crest (Overtopping) 

Figure 7-1 displays the existing flood protection levels.  

The above criteria were provided to identify possible low points in the levee crest heights, 
and to guide further geotechnical/structural investigations. 

Appendix D contains longitudinal profiles of the levee crest and design flood levels. These 
plots show the indicative freeboard/overtopping for the range of design flood events 
assessed.  

 



Murray River Regional Flood Study  

 

J150/R02, November 2011, Final Page59 

 

Figure 7-1  Existing flood protection  
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7.2.1  Cobram Town Scheme 

The Cobram Town Scheme was designed and constructed following a number of 
investigations in the мфулΩǎ ŀƴŘ мффлΩǎ which led to a document known as the Approved 
Water Management Scheme under the Water Act, 1989. Key elements of the scheme 
include: 

¶ 5ƛŎƪΩǎ spillway: This spillway allows flooding to breakout to a natural lower lying 
floodplain. The breakout reduces the flow in the river and in turn the flood levels along 
the river through Cobram. The spillway has been reinforced to withstand overtopping, 
with a non-erodible top layer. 

¶ Levee adjacent to Wyatt Road (CavagnaΩǎ ƭŜǾŜŜύ: A short section (some 300 m) of 
earthen levee prevents breakout towards Pullar Road. 

¶ River Road: Along River Road, elevated allotments act as a levee to the south of Scenic 
Drive. A concrete wall (Densons levee), landscaped as the front property fence, provides 
flood protection between Scenic Drive and Barooga Road. Temporary flood barriers are 
required across Barooga Road.  

¶ Town levee: This levee extends from Barooga Road to near Harris Road. Adjoins the PWD 
levee. 

¶ The design standard (FPL) adopted in the Water Management Scheme for Cobram was 
the 100 year ARI flood event with a standard freeboard of 600 mm for earthen levees.  
Levees built to this standard provide a Nominal Flood Protection Level for floods up to 
the 100 year ARI event. 

Figure 7-2 shows flood behaviour and freeboard/overtopping for the 100 year ARI flood 
event along the Cobram Town levee and Dicks Spillway. 

hǾŜǊŦƭƻǿ ŀǘ 5ƛŎƪΩǎ spillway commences for flows greater than 20 year ARI (251,000 ML/d) at 
Yarrawonga.  For the 100 year ARI flood event, the depth of overtopping is up to 450 mm.  

Along River Road, the elevated allotments are greater than 600 mm above the 100 year ARI 
flood level. For Densons Levee (concrete wall), the freeboard is greater than 300 mm. 
Temporary barriers (gates) across the allotment access are required. It is recommended that 
the arrangements for the placement of the temporary barriers are documented in the 
Flood Emergency Plan for Moira Shire. 

At Barooga Road, the placement of temporary barriers is required as part of the scheme to 
achieve the appropriate freeboard. It is recommended that the arrangements for the 
placement of the temporary barriers are documented in the Flood Emergency Plan for 
Moira Shire. 

The Town levee, downstream of Barooga Road, has a freeboard generally above the 
100 year ARI flood levels of greater than 600 mm. However, the freeboard is reduced to 
about 250 mm for the segment from Harris Road to approximately 500 m upstream of Harris 
Road, adjacent to the treatment plant.  

The design practice for earthen levees in Victoria is to provide a 600 mm freeboard above 
the design flood.  In this case, the design flood for the Cobram town is the 100 year ARI flood 
event.  Consequently the Town levee does not provide protection up to the nominal flood 
protection level. Comparing the current levee crest to the design flood levels reveals a 
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nominal flood protection level of 20 year event (i.e. 600 mm freeboard is available for the 
20 year event). 

It is recommended that the GBCMA and Moira Shire review this levee segment to assess 
the degree of the compromise to the levee integrity. This matter requires closer attention 
to determine consequences of reduced freeboard and the type of levees involved.  

The 100 year flood mapping indicates flow paths along the Murray Valley Highway towards 
the southern limits of Cobram. Discussions with GBCMA (Guy Tierney pers. comms) confirm 
there are community concerns about the potential for flooding along the Murray Valley 
Highway. The 100 year ARI flood mapping shows inundation along two flow paths through 
Cobram. A flowpath along the Murray Valley Highway affects residential properties in the 
vicinity of William, High, Sydney Station, Murray and Punt Streets. A further flow path 
crosses Campbell Road adjacent to Dudley Park Lane, and then continues north along Acadia 
Street, Gregory Street, Thomson Street, through Cobram Secondary collage grounds, across 
Karook Street, and affects Gorton Street, Nicolina Street, Irene Street and Grasso Drive. 

Section 7.3 discusses potential mitigation measures to protect against flows along the 
Murray Valley Highway.    
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Figure 7-2 Cobram town scheme ς levee performance 




































































































